
HOT WORK PERMIT

Before starting this work, check to see if this job can be avoided or if there is a safer way to proceed.

Revised July 2006
This Hot Work Permit is required for any operation involving open flames or excess heat or sparks, including brazing, cutting, grinding, soldering and thawing pipe, torch-applied roofing and welding.

Part 1: For Crew Leader, Supervisor, Project Manager
Instructions:
1. Verify that the required Precautions Checklist is completed.

2. Complete and retain Section 1.

3. Issue Section 2 to the person who will perform the hot-work.


The person doing hot-work is an:

Employee: _________________________________________________________________

Contractor: ________________________________________________________________

Date:_____________________________________________________________________

Job Number:__________________________________________________________________

Location, Building and room:__________________________________________________

Description of Job:___________________________________________________________

__________________________________________________________________________

Person doing Hot-work:______________________________________________________


I verify that the hot-work location has been examined, the precautions checked on the Required Precautions Checklist (page 2) have been taken to prevent fire, and permission is authorized for this work.

Crew Leader/Supervisor/Project Manager’s Signature:_____________________________

Permit Expiration date and time:_______________________________________________

Precautions Checklist 

To be filled out by Crew Leader, Supervisor, Project Manager
(
Check that available sprinklers, hose streams and extinguishers are in service and operable.

(
Check that hot-work equipment is in good repair and that only approved apparatus (torches, manifolds, regulators, etc.) are used.

(
Prior to beginning hot work test and document that flammable gas or vapor is in concentration of less than 20% of LEL within 35 feet of hot work area.

(
Remove flammable liquids, dust, lint and oily deposits from within 35ft of hot-work.

(
Ducts or conveyors that might carry sparks to distant combustibles are protected or shut down.

(
Sweep the floors from within 35 ft of hot-work.

(
Wet down or cover all combustible flooring within 35 ft of hot-work with damp sand or fire-resistant sheets.

(
Remove any other combustible material within 35 ft or protect with fire-resistant sheets.

(
Cover all wall or floor openings within 35 ft.

(
Suspend fire-resistant tarpaulins beneath work.

(
For any work on floors or ceilings, assure that the construction is noncombustible and free of combustible covering or insulation

(
For any work on floors or ceilings, assure that combustibles on the other side of the wall are moved away.

(
For work on enclosed equipment, ensure that the equipment is cleaned out of all combustibles.

(
For work on enclosed equipment, ensure that the containers are purged of flammable liquids and vapors.

(
Ensure fire watch will be provided during and for 60 minutes after hot-work.

(
Ensure fire watch is supplied with suitable extinguishers.

(
Ensure fire watch is trained in the use of the fire safety equipment and alarms.

(
Ensure fire watch knows to monitor applicable adjoining areas.

(
Ensure hot-work area will be monitored for 3 hours after the job is completed.

(
Ensure hot work permit is canceled due to inactivity of permitted hot work in excess of two hours unless test(s) determine the LEL is less than 20%.

Other precautions taken:______________________________________________________

WARNING

Revised July 2006
Hot Work in Progress 
Watch for Fire!

Part 2: For the Person Doing the Hot-Work, The Fire-Watch and The Monitor

Instructions:
1. Person Doing the Hot-Work: Indicate the time the work is started and post this permit at the hot-work location. Survey the work area to confirm safe work conditions. After completion, indicate the time the hot-work is completed and leave the permit posted for fire-watch.

2. Fire-Watch: Before leaving the work area, perform a final inspection, sign the permit and leave it posted and notify the Fire-safety Supervisor.

3. Monitor: 3 hours after the work is completed, do a final inspection, sign this form and return it to the Fire-safety Supervisor.

The person doing hot-work is an:

(
Employee

(
Contractor: Name_______________

Date:________________

Job Number:___________

Location, Building and room:_____________________________________

Description of Job:______________________________________

Person doing hot work: Hot work area is safe to do the work Signature:_________________________________

I verify that the hot-work location has been examined, the precautions checked on the Required Precautions Checklist (page 2) have been taken to prevent fire, and permission is authorized for this work.

Crew Leader, Supervisor’s Signature:____________

Time hot-work is started:_______________

Time hot-work is finished:______________

Permit Expiration date and time:______________

Fire-Watch Sign-off:

The work area and all adjacent areas where sparks and heat might have spread were inspected and were determined to be fire-safe.

Fire-Watch Signature:____________

Monitor Sign-off:

The work area was inspected for 3 hours following the hot-work and found to be fire-safe.

Monitor Signature:____________

Precautions Checklist 

Must be retained 6 months as record of Hot-Work Activity

(
Check that available sprinklers, hose streams and extinguishers are in service and operable.

(
Prior to beginning hot work test and document that flammable gas or vapor is in concentration of less than 20% of LEL within 35 feet of hot work area.

(
Check that hot-work equipment is in good repair and that only approved apparatus (torches, manifolds, regulators, etc.) are used.

(
Remove flammable liquids, dust, lint and oily deposits from within 35 ft of hot-work.

(
Ducts or conveyors that might carry sparks to distant combustibles are protected or shut down.

(
Sweep the floors from within 35 ft of hot-work.

(
Wet down or cover all combustible flooring within 35 ft of hot-work with damp sand or fire-resistant sheets.

(
Remove any other combustible material within 35 ft or protect with fire-resistant sheets.

(
Cover all wall or floor openings within 35 ft.

(
Suspend fire-resistant tarpaulins beneath work.

(
For any work on floors or ceilings, assure that the construction is noncombustible and free of combustible covering or insulation

(
For any work on floors or ceilings, assure that combustibles on the other side of the wall are moved away.

(
For work on enclosed equipment, ensure that the equipment is cleaned out of all combustibles.

(
For work on enclosed equipment, ensure that the containers are purged of flammable liquids and vapors.

(
Ensure fire watch will be provided during and for 60 minutes after hot-work.

(
Ensure fire watch is supplied with suitable extinguishers.

(
Ensure fire watch is trained in the use of the fire safety equipment and alarms.

(
Ensure fire watch knows to monitor applicable adjoining areas.

(
Ensure hot-work area will be monitored for 3 hours after the job is completed.

(
Ensure hot work permit is canceled due to inactivity of permitted hot work in excess of two hours unless test(s) determine the LEL is less than 20%.

Other precautions taken:______________________________________________________


