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CONTRACTOR
SAFE PRACTICES HANDBOOK

Contra Costa Water District’s (District’s) goal is to provide everyone with the benefits of a safe and healthy work environment. The District is committed to maintaining a workplace free from work-related injuries and illnesses, and to complying with applicable laws and regulations governing workplace safety.

To help achieve these goals, the District has developed a Contractor Safe Practices Handbook. These safe practices outlined in this handbook are intended to foster a safe and healthful work environment.

It is the responsibility of everyone to work together to identify and eliminate conditions and practices that reduce the benefits of a safe and healthy work environment.  
This handbook is to augment the requirements in the safety section of the bid documents in the General Conditions, if applicable, and is to be used by the Contractor to be the minimum requirements of the Contractor’s safety program. While this handbook provides many of the safe practices the District requires of its contractors, it is not intended to include all required safe practices.  The contractor and its employees are expected to follow all applicable rules and regulations in the performance of their work.

The District’s Health and Safety Program’s objectives are to:

· maximize the safety of employees, contractors, and the general public

· maintain a safe and healthy work environment as free as possible from threat of injury or illness due to unsafe practices or conditions

· establish safety as a priority in conjunction with efficiency and productivity

· comply with all federal, state, city, and District safety requirements and guidelines and, where necessary, to implement additional policies to ensure safety 
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The following are safe practices that shall be followed.

These safe practices coincide with and/or augment other applicable federal, state and local safety, health and environmental regulations and codes that also shall be followed.

GENERAL SAFETY PRACTICES

  1.
Obtain appropriate equipment before the start of work to conduct work safely.  For example: ladders, lighting, extension cords, direct-read gas monitors, confined space retrieval devices, ventilation fans, lockout/tagout kits, warning signs, as well as personal protective equipment such as respiratory protection, fall protection harnesses, lanyards, hard hats, and safety glasses.    

  2.
Delineate the work zone requiring hard hats using signs, cones, barricades, caution tape, or equivalent warning devices.
  3.
a. Use stairs, ladders or ramps to climb up or down work surfaces 4 feet or more in height or depth.
b. Use appropriate fall protection when working within six feet from the edge of an unprotected work surface more than 7.5 feet in elevation or unprotected sloped work surfaces greater than 40 degrees and more than 7.5 feet in elevation.
  4.
Ensure there is adequate lighting to perform the job safely.  
  5.
Do not enter confined spaces (vaults, tanks, buried reservoirs, and pipes) unless you are trained, have monitored the atmosphere, and have eliminated or controlled all serious hazards.
6.
 Keep your work area clean and orderly at all times to prevent slips, trips or falls.  Place barriers or warning signs at locations with wet floors.
7.
Attend pre-job safety briefings.  The District treatment plants and Los Vaqueros Watershed have additional visitor safety rules.  Comply with the pertinent visitor safety rules when visiting one of these District locations.
8.
Submit all pertinent written safety plans, programs, and information (written programs on confined space entry, lockout/tagout, hot work, diving safety, fall protection, and/or respiratory protection) to the District contract administrator before the start of work.  Also submit a written plan for a “critical lift” before performing the lift.  A critical lift is a crane lift of more than 75% of crane lift capacity.  
9.
Submit all current safety certifications and/or licenses for asbestos work and mobile crane operations to the District contract administrator.
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SITE SAFETY AND SECURITY
1.   Close gates and entry doors that will be unattended to prevent unauthorized entries.

2.   If a rattlesnake is found to obstruct your ability to safely perform your work, contact Contra Costa County Animal Services at 335-8300, or Los Vaqueros Watershed staff (when available) to have the snake safely removed from the worksite.
3.   Follow posted speed limits.  The speed limit at maintenance yards, plant roads, and parking lots is 10 MPH. At Los Vaqueros Watershed, the speed limit is 15 MPH for unpaved roads and 30 MPH for paved roads.  
4.   Contact Watershed supervisors before driving on unpaved Watershed roads.  Watershed supervisors determine when it is safe to drive and what vehicles types may be used during, or shortly after periods of rain.
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 DRIVING SAFETY

1. When driving on District property, ensure you have a valid driver's license for the type of vehicle you are driving, vehicle registration form, and proof of vehicle insurance.

2. Ensure that you and your passengers have your safety belts fastened while driving at any time.

3.  Park all vehicles in compliance with the California Vehicle Code and local ordinances.  Follow the “California Manual on Uniform Traffic Control Devices” whenever work is performed in and adjacent to vehicle traffic.  
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PERSONAL PROTECTIVE EQUIPMENT

HEAD, EYE, FACE, HAND, FOOT, BODY and HEARING

Head: Hard hats are to be worn at all times when the following conditions are present:
1.
At work sites where construction and maintenance activities are conducted.

2.
When working on a public street.
3. 
When climbing ladders.

4.
Vertically entering/exiting confined spaces.
5.
At treatment plant process areas.
Delineate the work zone requiring hard hats using signs, cones, barricades, caution tape, or equivalent warning devices.

Hard hats need not be worn in office environments with no overhead hazards.
Eye/Face

1.  Wear the appropriate eye and face protection when you are engaged in metalworking activities, welding and cutting, using powered tools or otherwise exposed to flying particles/objects, injurious light rays, liquid chemicals, or hazardous gases.

2.  Eye/Face protection is required to be worn at treatment plants (except offices), laboratories, maintenance shops, and all areas where there are unshielded pressurized hazardous chemical lines or when hazardous chemicals are being used.
3.  Eye/Face protection is required in the immediate areas were construction and maintenance activities are being performed.
Hand and Arm

Wear appropriate protective gloves when you may be exposed to abrasions, hazardous substances, burns, cuts, punctures, live electricity, or other hazards. When welding, wear protective leather gauntlet gloves or leather gloves and sleeves.
Foot


Wear safety shoes/boots that comply with ANSI Z-41 when exposed to the risk of foot injuries from hot material, corrosive substances, falling objects, and crushing or penetrating activities.  Wear metatarsal (total foot) protection when using a jackhammer or tamper.
Body and Leg
1. Wear chemical-resistant suits, coveralls or aprons, when working with bulk chemicals or performing line-breaking operations where chemical exposure to the torso is possible.

2. Wear approved personal floatation devices (PFDs) to control drowning hazards when inside the canal liner fence, near or over areas where water depths may exceed 4 feet, or in areas where indicated by posted signs.

PFDs do not need to be worn when other protective measures are in place, such as:

a.
Keeping a horizontal distance of more than six feet from the drowning hazard.

b.
Using fall prevention equipment system (anchor point, harness and connection device) that effectively prevents a fall into the water.

c.
Working behind a proper guardrail or equivalent barrier that is at least 42 inches high. 

3. Wear orange uniforms shirts/jackets, or orange or strong yellow-green vests if on foot and exposed to the hazard of vehicular traffic.  During rainy weather, orange, strong yellow-green, or yellow rainwear may be worn.  During hours of darkness, wear vests with retro-reflective stripes.

4. Wear long pants on all construction project sites.

5. Wear leg protection (chaps) when operating chainsaws (excluding pole saws).

6. Wear leg protection (snake chaps) when working in snake-prone areas.

Hearing

Wear hearing protection when near the operation of the following equipment: pneumatic tools, concrete saws, mowers, weed eaters, leaf blowers, chainsaws, pavement router, cement grinders, welding/cutting equipment, as well as other equipment where one must shout to be heard.
Water Treatment Plants: Additional PPE Requirements
1. Bollman plant - Outside of Operations Buildings: Hard hats and safety glasses with side shields or chemical splash goggles are worn at all times.  
2. Randall Bold and City of Brentwood plants – Outside of Control Buildings: Hard hats and safety glasses with side shields or chemical splash goggles are worn at all times.
3. Labs: Safety glasses with side shields are worn at all times.
4. Chemical Feed and Bulk Storage Areas: Either safety glasses with side shields or chemical splash goggles are worn at all times.  Full-face splash shields and safety glasses with side shields OR splash goggles are also worn when inside the caustic solution, sulfuric acid, and hydrofluorosilicic acid secondary containment areas.  Before opening any chemical lines for any reason, contact the contract administrator for specific safety instructions.
5. Bulk Chemical Offload Stations: Full-face splash shield and safety glasses with side shields OR splash goggles, appropriate chemical resistant nitrile, latex or rubber gloves, and chemical resistant coveralls must be worn if approaching connected bulk chemical delivery hoses. 

6. The parking areas in front of the treatment plants are exempted from the safety glasses rule unless a hazardous condition is present. 
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 POWERED TOOLS AND EQUIPMENT

All employees shall follow these power tool/equipment safety rules:

  1.
Use manufacturer-recommended safety devices, guards, and shields on powered equipment.  

  2.
Do not disengage safety devices and guards unless equipment is disabled so that it cannot unexpectedly energize. Exception: A chainsaw’s bar nose guard may be removed for certain situations as allowed by the manufacturer’s instruction manual.
  3.
For non-cord and plug type equipment: isolate, lock and tag out hazardous energy sources (electrical disconnects and valves) before performing service and maintenance. Exceptions: electrical troubleshooting performed by qualified electricians and distribution maintenance operations.
  4.
Effectively ground all cord-connected, electrically-powered tools and equipment, or use double-insulated type tools.  

5.
Use grounded electric-powered tools and ground-fault circuit interrupters (GFCIs) in wet conditions.

  6.
Use ground-fault circuit interrupters (GFCI) on all temporary electrical 15 and 20 ampere circuits used during periods of construction and maintenance.
7.
Use a fall arrest system (lanyard and harness) when using an aerial boom lift.
8.
Secure all compressed gas cylinders during transport, use, or storage to prevent them from toppling over.  Place valve protection devices on all stored cylinders.
9.
Grinders:

a.
Inspect grinding wheels for cracks or damage before use.   Ensure guards are in place.  For bench/floor grinders, ensure that the tongue guard is within 1/4” of the wheel, and the tool rest is within 1/8” of the wheel.

b.
Before using a new grinding wheel, make sure the manufacturer’s recommended speed, as posted on the wheel, is compatible with your grinder.  Perform a “ring” test to ensure the integrity of the wheel. 

c.
Don’t stand directly in front of a grinding wheel whenever a grinder is started. 
d.
Don’t grind material for which the wheel is not designed.
e.
Don’t force grinding so that motor slows noticeably.
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LADDER SAFETY
1. Select the right ladder for the job.

a.
The ladder shall be tall enough so that you can reach the required objects without standing on the top or second-to-the-top rung/step of the ladder or putting the ladder on some other object to reach the required objects. 

b.
The ladder shall be made of a material that is appropriate for the work to be performed.  Do not use metal (electrically conductive) ladders when working around or with electrical equipment.

2.
Use ladders for only their intended purpose, i.e., climbing up and down.

3.
Always face the ladder when ascending or descending, holding on with both hands.
4.
Step Ladders

a.
Make sure the spreaders are locked open before climbing.

b.
Do not climb above second rung from the top.

5.
Straight/Extension Ladders

a.
Ensure that the ladder extends at least 3 feet above the elevated surface to which you are climbing.

b.
Secure the ladder at the top to hold it in place.  Have a second person hold the ladder in place when ascending or descending until the ladder is secured.   The person climbing the ladder and the person holding the ladder shall wear hard hats when an overhead hazard is present.
c.
Keep at or below the third rung from the top on a straight ladder.
6.
Fixed Ladders

Use a ladder climbing safety device (LAD-SAF®) when climbing fixed tank ladders that have the device installed.
Original Date:    
April, 2009 
Revised Date:  
March, 2010
 CONSTRUCTION AND MAINTENANCE WORK
1.
Follow Government Code 4216 (USA North’s California Excavation Manual) to prevent potentially catastrophic accidents and damage to underground utilities.

2.
Install adequate shoring, or bench or slope excavations that have either poor soil conditions or depths in excess of 5 feet prior to entry in the excavations.  
 3.
Keep spoils or heavy equipment at least 2 feet from the edge of excavations to prevent them from falling or rolling into excavations.   
4.
Use manual-cutting tools (snap cutter or hammer) to cut asbestos cement (AC) pipe.  Continuously wet the area of the pipe being cut with water to prevent asbestos fibers from becoming airborne.  Wear appropriate respiratory protection as required. Properly dispose of asbestos-containing materials according to Cal-EPA regulations.
5.
Use grounded electric powered tools with ground-fault circuit interrupters (GFCIs) during wet conditions, inside excavations or other confined spaces.

6.
Set barricades to warn the public of open excavations, and slip, trip or fall hazards.
7.
For excavation work, arrange to have the atmospheric levels checked with an appropriate gas monitor, when there is a strong odor present, or other sign of a nearby release of sewage, fuel, natural gas or other hazardous chemical line.
8.
Evaluate the working clearance to overhead high voltage (greater than 600 V) power lines and adjust work practices to provide for adequate (greater than 10 foot) clearances.  

Grounds Maintenance
9.
Whenever possible, keep at least 30 feet away from other workers operating mowers or weed eaters to prevent being struck by flying objects.

Plant Areas – Hazardous Atmospheres
10.
When opening hazardous material piping or tanks follow the CCWD O&M SOP “Line Breaking Involving Dangerous Materials.”  Wear self-contained breathing apparatus (SCBAs) when opening systems containing chlorine gas, ozone, or ammonia.  
11.
Always check atmospheric levels before entering a potentially hazardous atmosphere.  Wear appropriate respiratory protection before entering a hazardous atmosphere.  Continuously monitor the atmosphere.   
	Air Contaminant
	Level in parts per million (ppm)
	Respirator Type

	Chlorine (at Randall-Bold WTP)
	> 0.5 ppm
	SCBA only

	Chlorine (at Bollman and City of Brentwood WTP)
	0.5 to 5 ppm
	Respirator with white yellow stripe cartridge, or SCBA

	
	> 5 ppm
	SCBA only

	Ozone
	> 0.1 ppm
	SCBA only

	Ammonia
	25 to 250 ppm
	Respirator with green cartridge, or SCBA

	
	> 250 ppm
	SCBA only

	Hydrogen Sulfide
	> 10 ppm
	SCBA only

	Carbon Monoxide
	> 25 ppm
	SCBA only

	Oxygen Deficiency
	< 19.5 % oxygen
	SCBA only


Check Material Safety Data Sheets for hazardous chemical permissible exposure limits, especially when using the chemicals inside enclosed spaces.

Cartridge Respirator Color Code

	Type of air contaminant 
	Cartridge color code 

	Organic vapors: solvents, paint (OV)


	Black 

	Acid gases: Chlorine (CL),  

Hydrofluorosilicic acid (HC),

Hydrogen Sulfide, for escape only (HS)
	White

	Organic vapors & acid gases
	Yellow 

	Ammonia (NH3)
	Green 

	Dusts, mists, & fumes: welding fumes, asbestos, (high efficiency, P100) 
	Magenta/Purple 
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ELECTRICAL SAFETY

1.
Check equipment, cords and attachments before each use to ensure they are safe to use and operate.  Remove damaged electrical equipment from service.

2.
Use lockout/tagout procedures to ensure that power is completely off during maintenance and repairs of hard-wired equipment.  The exception to this rule is electrical troubleshooting.
3.
Stay clear of energized parts whenever possible.  If you must work with or near energized parts;


a. Use personal protective equipment such as rated flame retardant clothing, rubber insulating gloves, sleeves, hard hats, blankets, mats and nonconducting tools.


b. Avoid wearing metallic jewelry including watches.


c. Stay at least 10 feet away from where live low voltage (480 V and less) electrical work is being conducted unless you are wearing the appropriate personal protective equipment.  Stay outside of the area (room) where live high voltage (more than 480 V) electrical work is being conducted unless you are wearing the appropriate personal protective equipment.  Use barricade tape or signs to warn unprotected persons to keep away from the live electrical work area.
4.
Re-install equipment guards that protect electrical equipment after work is completed.
5.
Keep electrical panel doors on and closed.  Keep access to electrical panels clear with at least a 36” clearance.  Do not use motor control center rooms as storage areas.

6.

Use equipment designed for use in damp environments when exposed to such environments.  All electrical equipment in these areas must be grounded. 

7.

Use ground fault circuit interrupters (GFCIs) when working in wet locations, in excavations and other confined spaces, as well as on temporary 15 and 20 amp circuits.
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FIRE SAFETY

  1.
Ensure good housekeeping is maintained, keeping work areas clean and free of debris.

  2.
Store flammable materials in approved safety cans and/or cabinets.  Keep large amounts (more than 10 gallons of flammable liquid) in a flammable liquids cabinet.

  
a.
Keep smoking, flames/sparks, and other ignition sources at least 35 feet away from areas where flammable fuel is dispensed.
b.
To prevent the build up of static electricity and prevent sparks from causing a fire, bond dispensing and receiving containers together before dispensing flammable liquid. Additionally, ensure the dispensing container is grounded.

c.
Report all fires.

  3.
Operate and maintain all electrical circuits so they do not become overloaded.

4.
Keep fire exits and escape routes clear.

5.
Know the evacuation routes from your work area.

6.
Know where alarm boxes are located.

  7.
Maintain a fire watch when open flames, sparks, or smoke are present.  Keep a fire extinguisher available when welding/cutting/brazing, grinding or conducting other hot work.  Maintain a fire watch for 30 minutes after hot work or weed abatement activities are completed at areas with a high wildfire risk.
 8.
Obtain a hot work permit from the CCWD contract administrator before performing hot work at CCWD facilities (office buildings/areas, pump stations/plants, and treatment plants).  Maintain a fire watch for 60 minutes after hot work is completed under a permit.  Re-check the work area three hours after hot work is completed under a permit.
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